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LC5000 Labeler/Capper/Cap Tightener

The labeler and capper for the SpectraPak 5000 line is one of the most unique Labeling and Capping systems available and is offered in two versions. One version,
the LC5000 is the system that combines both Capping and Labeling Functions in one movement. Both functions are mounted on the same durable frame and
share similar electric connections, air supplies and mounting fixtures. This helps to reduce the overall system cost, lessens the need for additional spare parts and
conserves space since a second piece of equipment is not required.

Alternatively, the Labeler and the Capper can be separated into the Capper and Labeler. Separating the Labeler and Capper may be required to meet special local
codes or requirements that requires the labeler to be placed outside of the clean room.

As the bottle enters the labeling area, the self-adhesive/pressure sensitive labels are automatically and accurately applied. The LC5000 includes a large-capacity
Cap Hopper that holds a full carton of caps and automatically elevates the caps to the Automatic Cap Sorter.

After the caps are sorted, they are placed onto the top of the bottle. Once the cap has been properly fitted to the bottle, it is then moved down the conveyor and
into the CC5000 Automatic Cap Tightening System. The LC5000 can be designed to operate effectively with either 28mm or 38mm flat and sports type caps.
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BF5000 Bottle Filler

Bottles enter the filling area where they are counted by a pair of Optical Sensors. The bottles are then locked into position prior to filling by
the pneumatically operated Bottle Clamping Mechanism. This mechanism ensures that the bottles are positioned correctly under each filling
head, thus reducing under or over fill.

The Filler utilizes a series of valves that descend into the bottle for fast, accurate and consistent filling. Any excess water delivered to a bottle
is diverted from the bottle and is routed to a collection tank.

The Controls for the BF5000 are located at easy viewing height to monitor the system at a glance. The LCD digital readout allows for quick
assessment of the operation of the system.

The filled bottles are then released from the Bottle Clamping Mechanism and directed to the capping and labeling phase of the process. The
BF5000 is constructed of 304 polished stainless steel, solid-state electronics food grade approved materials to provide for years of durable,
reliable and trouble-free operation.

BR5000 Automatic Bottle Rinser

The BR5000 is designed to effectively internally-rinse up to 85 small bottles per minute. It is ideal for rinsing bottles ranging in size from
12 0z. (335ml) up to 1 gallon (3.8 liters) in virtually any shape - round or square-plastic or glass. The computerized controls are reliable
and easy-to-adjust. The digital LED display offers precise operating instructions and immediate troubleshooting information at a quick
glance. Optical Sensors ensure smooth and trouble-free operation. If the flow of bottles is interrupted, the system will pause automatically
until the supply of bottles is resumed.

Once in place, the bottles are turned upside down, where they are internally rinsed with either product or operations water. High-pressure
nozzles direct the water inside the bottles for an effective rinsing operation. The bottles drain and are then turned right-side up and
repositioned on the main conveyor where they are released from the Clamping Mechanism and fed into the BF5000 Automatic Bottle Filler.
The Plexiglass top panel allows the operator to monitor the process at all times. The entire operation of this system is automatic, complete
and simple.






